
  Features & Benefits
 • Superior Oxidation Inhibitors

 • Excellent Thermal Control

 • Provides Rust Control

 • Controls Hardness

 • Minimal drag-off of 
  quenching oil

Quenching Oil QS-12
 Technical Data Sheet

PRODUCT DESCRIPTION
Ashburn Quenching Oil QS-12 is formulated to produce heat transfer and 
quenching of metal parts. It has excellent anti-oxidation and thermal control.
This product has been made from highly refined base oils with additives designed 
to provide optimum hardness while minimizing stress and material distortion.

APPLICATION
Ashburn Quenching Oil QS-12 can be used in multiple quenching operations 
including open quench baths and sealed quench furnaces. 

TYPICAL ANALYSIS
COLOR: ................................................................................. Light Amber
ODOR: .............................................................................. Mild Petroleum
FLASH POINT: ...................................................>302˚F (PMCC Method)
VISCOSITY@ 100 F, SUS: ......................................................... 115-120
SPECIFIC GRAVITY: ......................................................................... 0.89
ASTM D6200
 Starting Temperature ...............................................................850 ˚C
 Maximum Cooling Rate .................................. 74.0 ˚C/sec @ 505 ˚C
 Cooling Rate at 300 ˚C: ...................................................15.0 ˚C/sec
 Time to 600 ˚C ......................................................................12.5 sec
 Time to 400 ˚C ......................................................................16.3 sec
 Time to 354 ˚C ......................................................................17.6 sec
 Time to 200 ˚C ......................................................................37.0 sec
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PACKAGING
F-8912-01   Bulk Gallons
F-8912-55   55 Gallon Drum
F-8912-275   275 Gallon Tote


